
 
• Swivel joint in the lifting ring axis 
• Wear lenses for checking discard criteria 
• Safety Factors 4:1 and 5:1 
• Meets and exceeds the requirements of ASME B30.26. 
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ACP M8 - 11 10.5 38 30 12 77 28 45.3 58 40 105 M8 5 13 83 30 0.36 
ACP M10 - 11 10.5 38 30 16 97 28 50.4 58 44 125 M10 6 17 83 60 0.37 
ACP M12 - 11 10.5 38 30 19 117 28 54.5 58 47 145 M12 8 19 83 80 0.38 
ACP M16 - 14 14 50 40 22 149 36 68 76 58 185 M16 10 24 107 150 0.88 
ACP M20 - 17 17 50 45 26.5 186.5 43.5 82.5 89 70 230 M20 12 30 118 300 1.41 
ACP M24 - 23 23 66 60 34 210 55 104 121 89 265 M24 14 36 154 500 3.27 
ACP M30 - 29 27 76 75 41.5 271.5 68.5 129 148 110 340 M30 17 46 183 800 5.69 
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ACP M36 106 32 32 82 70 45 240 60 128 168 105 300 M36 22 55 189 800 7.1 
ACP M42 106 32 32 82 70 53 290 60 136 168 113 350 M42 24 65 189 1500 7.5 
ACP M48 126 45 45 103 90 60.5 311.5 78.5 169 204 136 390 M48 27 75 235 2000 16 
ACP M52* 123.5 45 45 103 95 65 300 108 173 204 - - M52 24 75 232 2000 16.5 
ACP M56* 123.5 45 45 103 95 70 300 108 178 204 - - M56 24 75 232 2000 16.7 
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 ACP M 64* 123.5 45 45 103 95 80 300 108 188 204 - - M64 24 75 232 2000 17.2 
ACP M72* 123.5 45 45 103 95 90 300 108 198 204 - - M72 24 75 232 2000 18.2 
ACP M80* 123.5 45 45 103 100 100 300 108 208 204 - - M80 24 75 232 2000 19.3 
ACP M90*  123.5 45 45 103 110 113 300 116 229 204 - - M90 24 75 240 2000 21.5 
ACP M100* 123.5 45 45 103 120 125 300 116 241 204 - - M100 24 75 240 2000 23.8 

*Bolt cannot be replaced. 

 

 

 

 

 

 

 

 

Rud Rotating Lifting Point- Meric Thread 

SWL Rope Lifting & Testing, 4 Monza House,  

Third Avenue, Millbrook, Southampton, SO15 0LD 

Telephone: 02380 338286 

Email: sales@swl.org.uk 
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