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Number of legs 1 1 2 2 2 2 2 3 / 4 3 / 4 3 / 4 

Inclination angle <ß 0°-7° 90° 0°-7° 90° 0-45° >45-60° Un- 
symm. 0-45° >45-60° Unsymm. 

Factor 1 1 2 2 1.4 1 1 2.1 1.5 1 
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Safety factor 4:1 For max. total load in metric tons, bolted and adjusted to the direction of pull 

ACP M8 0.7 0.7 1.4 1.4 0.98 0.7 0.7 1.47 1.05 0.7 

ACP M10 1 1 2 2 1.4 1 1 2.1 1.5 1 
ACP M12 / 1/ “ 

2 1.35 1.35 2.7 2.7 1.9 1.35 1.35 2.84 2 1.35 
ACP M16 / 5/ “ 

8 2.5 2.5 5 5 3.5 2.5 2.5 5.25 3.75 2.5 
ACP M20 / 3/ “ 

4 4 4 8 8 5.6 4 4 8.4 6 4 

ACP M24 / 1“ 6.3 6.3 12.6 12.6 8.8 6.3 6.3 13.2 9.4 6.3 

ACP M30 / 1 1/ “ 
4 8 8 16 16 11.2 8 8 17 11.8 8 

ACP M36 15 12.5 30 25 17 12.5 12.5 26.5 19 12.5 
ACP 1 1/ “ 

2 16 14 32 28 19.6 14 14 29.4 21 14 

ACP M42 18 16 36 32 22.4 16 16 33.6 24 16 
ACP 1 3/ “ 

4 18 16 36 32 22.4 16 16 33.6 24 16 

ACP M48 25 20 50 40 28 20 20 42 30 20 

ACP 2“ 25 22 50 44 30.8 22 22 46.2 33 22 

ACP M52 26 24 52 48 33.6 24 24 50.4 36 24 

ACP M56 32.5 27 65 54 38 27 27 57 40.5 27 
ACP M64 / M72 / M80 
M90 / M100 35 32.5 70 65 46 32.5 32.5 69 49 32.5 

Safety factor 4:1 For max. total load in lbs, bolted and adjusted to the direction of pull 
ACP M8 1540 1540 3080 3080 2170 1540 1540 3260 2310 1540 

ACP M10 2200 2200 4400 4400 3110 2200 2200 4660 3300 2200 
ACP M12 / 1/ “ 

2 2970 2970 5940 5940 4200 2970 2970 6300 4450 2970 
ACP M16 / 5/ “ 

8 5500 5500 11000 11000 7770 5500 5500 11660 8250 5500 
ACP M20 / 3/ “ 

4 8820 8820 17640 17640 12470 8820 8820 18710 13230 8820 

ACP M24 / 1“ 13890 13890 27780 27780 19640 13890 13890 29460 20830 13890 

ACP M30 / 1 1/ “ 
4 17630 17630 35260 35260 24930 17630 17630 37400 26440 17630 

ACP M36 33070 27550 66140 55100 38960 27550 27550 58440 41320 27550 

ACP 1 1/ “ 
2 35270 30860 70540 61720 43640 30860 30860 65460 46290 30860 

ACP M42 39680 35270 79360 70540 49870 35270 35270 74810 52900 35270 
ACP 1 3/ “ 

4 39680 35270 79360 70540 49870 35270 35270 74810 52900 35270 

ACP M48 55110 44090 110220 88180 62350 44090 44090 93520 66130 44090 

ACP 2“ 55110 48500 110220 97000 68580 48500 48500 102880 72750 48500 

ACP M52 57320 52910 114640 105820 74820 52910 52910 112230 79360 52910 

ACP M56 71650 59520 143300 119040 84170 59520 59520 126260 89280 59520 
ACP M64 / M72 / M80 
M90 / M100 77160 71650 154320 143300 100310 71650 71650 152000 107470 71650 

 At a lift with one strand and two parallel 
strands where the inclination angles are at 
the max. ± 7°, the lifting method can be 
assumed as a vertical lift. 

When lifting with two, three or four leg lifting means, inclination angles 
of less than 15° shall be avoided, if possible (Risk of instability). 

Table 4: Working load limit in metric tons (top) and in lbs (bottom) - Safety factor 4:1 
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